QPS Coil-to-coil center spacing
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M1-M1 M1-M2 M2-M3 M3-M4A I\Icl44g- I\I\’:I‘;BB-
Min (in) 7.13 5.45 4.34 3.83 2.44 5.88
Min (cm) 18.11 13.84 11.02 9.73 6.20 14.94
Max(in) 23.0 22.8 21.6 23.0 15.4 18.7
Max (cm) 58.4 57.9 54.9 58.4 39.1 47.5




QPS Coil cross section geometry

1.55”
l«—— Winding
Pack
0.775”
cond+uctor
insulation

. + .
insulation

4.50”
Winding - -
Pack

Weld

4117

Winding
Pack

1 Bottom Plate
! (.063”)

Winding
Form

S s

(.01

Clamp

Flexible
Conductor

Shim

45in
11.4 cm

Pro-E model

0.85in
2.2cm

|

!

!

!

1.55 in |
32em 1 " 395in
10.0 cm




QPS Coil-to-coil gaps, from Pro-E model

V=0
(Field joint)

V=1/2

M4A- M4B-

M1-M1 M1-M2 M2-M3 M3-M4A M4B M4B

Min (in) 2.53 0.60 0.26 0.59 0.54 3.60
Min (cm) 6.43 1.52 0.66 1.50 1.37 9.14




M4a-M4a

M1-M2 M2-M3
M1- | M1- | M2- | M3- | M4A- M‘_‘B
M1 | M2 | M3 | M4A | M4B | o
I(\:Irl:)l 253 | 060 | 026 | 059 | 054 | 3.60
Min | 43| 152 | 066 | 150 | 1.37 | 9.14
(cm)

M4b-M3

M4a-M4b



